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CSMA
Standard Specifications

Frequency Range 3.500 ~ 70.000 MHz 

Load Capacitance Customer Request 

Frequency Tolerance ± 50 ppm

Stability Tolerance ± 50 ppm 

Operating Temperature -10°C ~ +70° C 

Shunt Capacitance 7pF Max. 

Storage Temperature -55°C ~ +125°C

Aging ± 5 ppm/year

Drive Level 100 uW Max 

Solder Reflow Condition 260°C, 10 Sec. Max

Max Series Resistance Ohms

3.570 ~ 3.999 MHz 200

4.000 ~ 4.999 MHz 150

5.000 ~ 5.999 MHz 120

6.000 ~ 6.999 MHz 100

7.000 ~ 8.999 MHz 80

9.000 ~ 12.999 MHz 60

13.000 ~ 19.999 MHz 50

20.000 ~ 29.999 MHz 40

30.0 ~ 35.999 MHz 100

36.0 ~ 70.0 MHz 80

Tape/Reel/1K Reel 
Available Upon Request: Other Frequencies, 

Tolerances, Etc.
All specifications subject to change without notice.

#1 

#4 

#2 

#3 

.181 
(4.6) Max 

.039 
(1.0) 

.146 
(3.7) 
 Max 

.370 
(9.4 ± 0.1) 

.059 
(1.5) 

.031 
(0.8) 

.031 
(0.8) 

#1 

#3 

#2 

#4 
.492 

(12.5) Max 

Suggested Soldering Pattern 

.071 
(1.8) 

.071 
(1.8) 

.071 
(1.8) 

.071 
(1.8) 
.067 
(1.7) 

.299 
(7.6) 
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CSMA

Tape and Reel measurements in mm.       All specifications subject to change without notice.

1.75 ± 0.1

01.5 ± 0.2

4.0 ± 0.1

12.0 ± 0.1 4.8 ± 0.1

24 ± 0.3 12.8 ± 0.1 Max

11.5 ± 0.1

02.2 ± 0.2

2.0 ± 0.1

Max 3°

0.4 ± 0.05

3.9 ± 0.1
Pulling Direction

2.0

013

021
0100

0100

25.5

2.0

Ø300


