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Crystals
Oscillators
Resonators

Frequency

32.768 KHz

Load Capacitance

12.5 pF (6pF option)

Frequency Tolerance (ppm)

+30 @ 25°

Operating Temperature

-30°C + 80°C

Shunt capacitance

1.35pF Typical

Storage Temperature -40°C + 85°
Aging + 5ppm Max
Drive Level 1 uW Max.

Solder Reflow Condition

240°C £5°C, 10 Sec.

Series Resistance (ohms)

50K Max

Turnover Temperature

25°C+5°C

Temperature Coefficient

-0.034ppm £ 0.006ppm /°C? Max

Quality Factor

50K Min., 70K Typical

Motional capacitance

0.003pF Typical

Insulation resistance

500M ohms Min. / DC 100V

Capacitance Ratio

450 Typical

OTHER SPECIFICATIONS (Available Upon Request):
Load Capacitance, Tolerances, Etc.
All specifications subject to change without notice.

CORE

.108
2.75

b.098
(2.5)
y Max

.035
(0.9)

Bottom View
.020 .020
(0.5) (0.5)
™

N L1
315
(8.0)
Max

1
|

#1

I

i

#3

Suggested Soldering Pattern

051 051
(1.3) (1.3)

L Hs

Top View
#4 #3

i

’ Inc. 5001 Belle Ave. Cypress, CA 90630 (714) 484-0132.

Specifications subject to change without notice.
www.corelectronics.com

#2

#4

22



CSMwWC

(B ==

Crystals
Oscillators
Resonators

0329 + 2
L 1 L ]
175+ 15
*I 1l 4 1§
20£05 0100 + 1
— —
2.7+0.1 ———— S S
Pulling Direction + +
™ © 1o}
4.0+£0.1 = 5;
1.75+0.1 20+0.1
: )
+
S |2 ( -
N~ o
= Z,' ___é_ N i & +
S LY 1T T o
3° Max - ' ®

0.30+£0.05
3.0+£0.1 4.05+0.1

Tape and Reel measurements in mm. 3K per Reel. All specifications subject to change without notice.
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